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Swivel castors Swivel castors 

brake

Wheel Ø

[mm]

Wheel 

width

[mm]

Total castor 

width

[mm]

Load capacity

[kg]

Bearing type Total 

height

[mm]

Stem Ø

[mm]

Stem 

length

[mm]

Ø cross 

hole

[mm]

Position

cross hole

Offset

swivel castor

[mm]

LKD-PATH 100K-ZA51 LKD-PATH 100K-FI-ZA51 100 80 100 103 18 62 30 31
LKD-PATH 100K-ZA55 LKD-PATH 100K-FI-ZA55 100 80 100 103 22 45 20 31
LKD-PATH 125K-ZA51 LKD-PATH 125K-FI-ZA51 125 80 125 130 18 62 30 40
LKD-PATH 125K-ZA55 LKD-PATH 125K-FI-ZA55 125 80 125 130 22 45 20 40
For corrosion-resistant versions of twin synthetic castors, see page 177

Versions / options

electrically 
conductive version,
non-marking grey directional 

castor with
special mounting 
height
121 / 135 mm

wheel Ø 150 mm in special colour

Technical description page 50 115

-ELS -RIFI LKDH-...

all upon request upon request

Blickle MOVE twin synthetic castors
with stem, colour grey white,
wheel with thermoplastic polyurethane tread

Bracket:
• high-quality nylon 6, impact resistant
•

•

• colour grey white RAL 9002
• modern, appealing design

Wheel:
• tread: high-quality thermoplastic polyurethane 

non-marking, non-staining
• wheel centre: high-quality nylon 6, impact 

resistant, colour grey white RAL 9002

Other features:
•

Additional details:
•
•
• wheel series: page 61
•


